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The sketch on Ray’s original 65” Fubar plan below show two balsa strips on each edge of the wing saddle to cradle
the wing. The wing’s dihedral requires that these strips be beveled on top to ﬁt the slope of the bottom of the wing
as shown below. The cross section of the balsa strips selected was 1/8” X 3/16”.

The picture below shows the approach I used to uniformly sand the bevel on top of the 1/8” X
3/16” strip to ﬁt the slope of the bottom of the wing. First a center line was marked oﬀ on the
wing saddle. A piece of 3M’s masking tape was placed down the length of the wing saddle. Then
an aluminum straight edge was positioned on the center line as a sanding guide and clamped in
place as shown below

Next one edge of the sand paper was trimmed oﬀ of one side of the Easy-Touch bar sander so
that the bar sander’s aluminum edge could ﬁt up against the aluminum straight edge as shown
below. The bar sander was carefully slid back and forth on top of the strip and along the
aluminum straight edge until the bevel of the strip was achieved.
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To prevent the bar sander from sanding through the saddle’s masking tape and into the center
of the wing saddle, a thin piece of tape was put on the bottom of the bar sander’s trimmed edge
as shown below. This tape slides on the wing saddle tape without sanding through.

Once the tops of both strips were beveled, a trial ﬁt of the wing cradled on the on the wing
saddle with one red rubber band was made as shown below.

In this frontal close up, you can see that with the center of the wing touching the center line of
wing saddle, the beveled on top of both strips clearly ﬁt ﬂush up against the slope of the bottom
of the wing.
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You might think that this seem like a lot of “to-do” about getting the wing to ﬁt down on the
wing saddle properly, but this procedure works well and I wanted to share it with
you…………………Tandy
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